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§ 60.78 Material control and account-
ing records and reports. 

DOE shall implement a program of 
material control and accounting (and 
accidental criticality reporting) that is 
the same as that specified in §§ 72.72, 
72.74, 72.76, and 72.78 of this chapter. 

[63 FR 26961, May 15, 1998] 

Subpart E—Technical Criteria 

SOURCE: 48 FR 28222, June 21, 1983, unless 
otherwise noted. 

§ 60.101 Purpose and nature of find-
ings. 

(a)(1) Subpart B of this part pre-
scribes the standards for issuance of a 
license to receive and possess source, 
special nuclear, or byproduct material 
at a geologic repository operations 
area. In particular, § 60.41(c) requires a 
finding that the issuance of a license 
will not constitute an unreasonable 
risk to the health and safety of the 
public. The purpose of this subpart is 
to set out performance objectives and 
site and design criteria which, if satis-
fied, will support such a finding of no 
unreasonable risk. 

(2) While these performance objec-
tives and criteria are generally stated 
in unqualified terms, it is not expected 
that complete assurance that they will 
be met can be presented. A reasonable 
assurance, on the basis of the record 
before the Commission, that the objec-
tives and criteria will be met is the 
general standard that is required. For 
§ 60.112, and other portions of this sub-
part that impose objectives and cri-
teria for repository performance over 
long times into the future, there will 
inevitably be greater uncertainties. 
Proof of the future performance of en-
gineered barrier systems and the geo-
logic setting over time periods of many 
hundreds or many thousands of years is 
not to be had in the ordinary sense of 
the word. For such long-term objec-
tives and criteria, what is required is 
reasonable assurance, making allow-
ance for the time period, hazards, and 
uncertainties involved, that the out-
come will be in conformance with 
those objectives and criteria. Dem-
onstration of compliance with such ob-
jectives and criteria will involve the 

use of data from accelerated tests and 
predictive models that are supported 
by such measures as field and labora-
tory tests, monitoring data and nat-
ural analog studies. 

(b) Subpart B of this part also lists 
findings that must be made in support 
of an authorization to construct a geo-
logic repository operations area. In 
particular, § 60.31(a) requires a finding 
that there is reasonable assurance that 
the types and amounts of radioactive 
materials described in the application 
can be received, possessed, and disposed 
of in a geologic repository operations 
area of the design proposed without un-
reasonable risk to the health and safe-
ty of the public. As stated in that para-
graph, in arriving at this determina-
tion, the Commission will consider 
whether the site and design comply 
with the criteria contained in this sub-
part. Once again, while the criteria 
may be written in unqualified terms, 
the demonstration of compliance may 
take uncertainties and gaps in knowl-
edge into account, provided that the 
Commission can make the specified 
finding of reasonable assurance as spec-
ified in paragraph (a) of this section. 

§ 60.102 Concepts. 
This section provides a functional 

overview of subpart E. In the event of 
any inconsistency with definitions 
found in § 60.2, those definitions shall 
prevail. 

(a) The HLW facility. NRC exercises 
licensing and related regulatory au-
thority over those facilities described 
in section 202 (3) and (4) of the Energy 
Reorganization Act of 1974. Any of 
these facilities is designated a HLW fa-
cility. 

(b) The geologic repository operations 
area. (1) This part deals with the exer-
cise of authority with respect to a par-
ticular class of HLW facility—namely a 
geologic repository operations area. 

(2) A geologic repository operations area 
consists of those surface and sub-
surface areas that are part of a geo-
logic repository where radioactive 
waste handling activities are con-
ducted. The underground structure, in-
cluding openings and backfill mate-
rials, but excluding shafts, boreholes, 
and their seals, is designated the under-
ground facility. 
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(3) The exercise of Commission au-
thority requires that the geologic re-
pository operations area be used for 
storage (which includes disposal) of 
high-level radioactive wastes (HLW). 

(4) HLW includes irradiated reactor 
fuel as well as reprocessing wastes. 
However, if DOE proposes to use the 
geologic repository operations area for 
storage of radioactive waste other than 
HLW, the storage of this radioactive 
waste is subject to the requirements of 
this part. 

(c) Areas related to isolation. Although 
the activities subject to regulation 
under this part are those to be carried 
out at the geologic repository oper-
ations area, the licensing process also 
considers characteristics of adjacent 
areas that are defined in other ways. 
There is to be an area surrounding the 
underground facility referred to above, 
which is designated the postclosure con-
trolled area, within which DOE is to ex-
ercise specified controls to prevent ad-
verse human actions following perma-
nent closure. The location of the con-
trolled area is the site. The accessible 
environment is the atmosphere, land 
surface, surface water, oceans, and the 
portion of the lithosphere that is out-
side the controlled area. There is an 
area, designated the geologic setting, 
which includes the geologic, hydro-
logic, and geochemical systems of the 
region in which a geologic repository 
operations area is or may be located. 
The geologic repository operations 
area plus the portion of the geologic 
setting that provides isolation of the 
radioactive waste make up the geologic 
repository. 

(d) Stages in the licensing process. 
There are several stages in the licens-
ing process. The site characterization 
stage, though begun before submission 
of a license application, may result in 
consequences requiring evaluation in 
the license review. The construction 
stage would follow, after issuance of a 
construction authorization. A period of 
operations follows the issuance of a li-
cense by the Commission. The period of 
operations includes the time during 
which emplacement of wastes occurs; 
any subsequent period before perma-
nent closure during which the em-
placed wastes are retrievable; and per-
manent closure, which includes sealing 

of shafts. Permanent closure represents 
the end of active human intervention 
with respect to the engineered barrier 
system. 

(e) Isolation of waste. (1) During the 
first several hundred years following 
permanent closure of a geologic reposi-
tory, when radiation and thermal lev-
els are high and the uncertainties in 
assessing repository performance are 
large, special emphasis is placed upon 
the ability to contain the wastes by 
waste packages within an engineered 
barrier system. This is known as the con-
tainment period. The engineered barrier 
system includes the waste packages and 
the underground facility. A waste pack-
age is composed of the waste form and 
any containers, shielding, packing, and 
absorbent materials immediately sur-
rounding an individual waste con-
tainer. The underground facility means 
the underground structure, including 
openings and backfill materials, but 
excluding, shafts, boreholes, and their 
seals. 

(2) Following the containment period 
special emphasis is placed upon the 
ability to achieve isolation of the 
wastes by virtue of the characteristics 
of the geologic repository. The engi-
neered barrier system works to control 
the release of radioactive material to 
the geologic setting and the geologic 
setting works to control the release of 
radioactive material to the accessible 
environment. Isolation means inhib-
iting the transport of radioactive ma-
terial so that amounts and concentra-
tions of the materials entering the ac-
cessible environment will be kept with-
in prescribed limits. 

[48 FR 28222, June 21, 1983, as amended at 61 
FR 64268, Dec. 4, 1996] 

PERFORMANCE OBJECTIVES 

§ 60.111 Performance of the geologic 
repository operations area through 
permanent closure. 

(a) Protection against radiation expo-
sures and releases of radioactive material. 
The geologic repository operations 
area shall be designed so that until per-
manent closure has been completed, ra-
diation exposures and radiation levels, 
and releases of radioactive materials to 
unrestricted areas, will be maintained 
within the limits specified in part 20 of 

VerDate Sep<11>2014 14:17 Mar 11, 2016 Jkt 238031 PO 00000 Frm 00208 Fmt 8010 Sfmt 8010 Y:\SGML\238031.XXX 238031js
ta

llw
or

th
 o

n 
D

S
K

7T
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2016-07-08T05:01:36-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




